UNSHIELDED INDUCTIVE SENSE HEADS
U.S. Standard Thread Units
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Stable Operating Gap*
Presence: .125" (3.17 mm)
Gauging: .050" (1.27 mm)
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Stable Operating Gap*
Presence: .125" (3.17 mm)
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Stable Operating Gap*
Presence: .250" (6.35 mm)
Gauging: .100" (2.54 mm)

For 25' cable version order Model 4943A25

Weight:

6.5 oz. (185 gr.)
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Wt: 12.0 oz. (340 gr.)/
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Stable Operating Gap*
Presence: .500" (12.7 mm)
Gauging: .250" (6.35 mm)

Weight: \
Conduit Adaptor is 1/2" - 14 NPT

9.5 oz. (270 gr.)

!Mﬂ TPIWNMS ~

~ CABLE COAX RGS8C L

\ Gauging: .050" (1.27 mm)
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Weight: 6.5 oz. (185 gr.)
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Wt: 12.0 oz. (340 gr.y

\

Stable Operating Gap*
Presence: .250" (6.35 mm)
Gauging: .100" (2.54 mm)

For 25' cable version order Model 4953A25
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Weight: 11.0 oz. (312 gr))
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Stable Operating Gap*
Presence:.500" (12.7 mm)

For 25' cable version order Model 85002A25 Wt: 15.0 o;'.' @)féigr.)/
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Conduit Adaptor is 1/2" - 14 NPT
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Stable Operating Gap*

Presence: 1.000" (25.4 mm)
Gauging: .500" (12.7 mm)

For 25' cable version order Model 85003A25 Wt: 1 lb. (454 gr.)

- ‘

L

SPADE TERMINALS —
FOR N2 & SCREW

- CAB.E C

OAX RGS8C U

Gauging: .250" (6.35 mm)
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/7~ Model 85013 Weight: 12.0 oz. (340 gr.
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Stable Operating Gap*
Presence: 1.000" (25.4 mm)
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Gauging: .500" (12.7 mm)
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*Presence: when used for presence sensing with EN or PL Series Modules. Sense head ordered
separately.Gauging: when used for linear measurement with EMD or PA115 Modules.
Sense head included with system model #.
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Electro Corporation, U.S.A. 941-355-8411



